
 

  

Delta T Systems Eco Series Water Temperature Control Unit 
Compact Cabinet – Technical Specifications 

 

 

 

 

 

 

 

 

 

 

 

What Sets Delta T Systems’ Eco Series Water 

TCUs Apart? 
 

Non-Ferrous Process Circuit 

Built with all stainless-steel piping, pump, and brass valves, our unit is 

designed to resist corrosion and degradation over time—eliminating 

common issues associated with rust and mineral buildup. This 

provides enhanced reliability, lower maintenance costs, and a longer 

service life, even in aggressive water conditions. 
 

Modular Heater Tank Design 

The robust all stainless-steel welded design allows for a maximum 

heating capacity of 9KW in this compact footprint. Alternatively, only 

one heater can be used for a maximum heating capacity of 4.5KW and 

the second tank allows for future heating capacity upgrades. 
 

Built in Safety 

Delta T Compact Eco Series Water TCUs come with the following built-

in safety features: solid-state heater contactors, a bi-metal switch that 

protects the heater from overheating, circuit protection for the motor, 

high temperature pump seal, and dry run protection for the pump. 

 

Low Maintenance and Maximum Reliability 

Delta T takes pride in our robust and reliable designs to reduce 

downtime and maximize the output of our customers. That is why 

every Delta T Compact Eco Series Water TCU comes standard with the 

following features: 

• Solid-State Heater Contactors 

• Stainless Steel Heater Tank Design 

• Pump Dry Run Protection 

• IEC Compliant Components 

 

 



 

  

Standard Equipment Features 

 

Optional Features 

• 4.5 or 9KW Heating Capacity 

• 3/4 HP Pump 

• 250°F (121°C) Fluid Operating 
Temperature 

• Microprocessor-Based PID Controller 

• Remote Start/Stop Input 

• Automatic Venting 

• Liquid-Filled Delivery and Return 
Pressure Gauges 

• Rugged, Heavy Gauge Sheet Metal 
Cabinet 

• Ease of Service Design 

• Mounting Feet 

• Solid State Heating Contactor 

• Pilot Lights Indicating Separate 
Functions of Use 

• NEMA 1 Electrical Enclosure & 
Wiring in Conformance with NEC 

• Touch Safe Electrical Components 

• Motor Overload Protection 

• Over Temperature Protection 

• Low Water Pressure Protection 

• High Pressure Safety Relief Valve 
Protection 

• Fused Transformer 

• Grounded Circuit Control 

 

• 300°F (149°C) Operating Temperature 

• Stacked Units 

• Supply and Return Valves 

• UL508A 

• 208, 230, and 460V 

• Audible and/or Visual Alarm 

• Electrical Main Disconnect 

• 1-3/8" Industrial-Grade Casters, Swivel and Lockable 

• Remote Setpoint and Retransmit 

• Ethernet IP Communications 

• NFPA 79 Electrical Safety Standards 

• Larger Cooling Valves 

**Consult Factory for Additional Customized Options 



 

  

Unit Dimensions and Connection Sizes 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

  

Pump Curves 

 


